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Section I 

~ --~ .;. 11. Inc. - - .,... 

Administrative and Research Center 1700 SOUTH MT. PROSPECT ROAD, DES PLAINES, ILLINOIS 60018 

EMERGENCYTELEPHONE 312-296~11 

~o~TcussPolyaromatic Isocyanate MANUFACTURER8 CODE IDENTIFICATION 

.TRADE NAME 
910-702 Integral Fuel Tank Coating 

Activator 

Section II - HAZARDOUS INGREDIENTS 

INGREDIENT PERCENT 

Methyl Ethyl Ketone 10 
4,41 Diphenylmethane Diisocyanate 45 

(MDI) 
Polyaromatic Isocyanate 45 

CO~!/Hf~N3U.l. !~!?Oxf!LE. ;"!OfJ 
*C i"firsCeil,ing i~ CC'<FIC<:NTIAL AND 

** = 'o=.'Oz~- ··· m: 'Ts''r · ~ ~ · d d 
DIS..;! C~LO c:I2~ ·GR 1 HE ,,~,SS>}Wlen e 

TL.V LEL 
~ .... motM• 

200 590 1.8 
0. 02*c 0.2 NO 

*~ 
--Not e tablishe~ NO 

:t-4"D = No )a ta 

VAPOR PRESSURE 

@20°C,rnm 

70 mm 
<0.01 

<0.01 

REQUIH£D BY LAW. :~0 OTHER USE OR 
DiSCLOSURE IS AUTHORIZED. NA. =Not Applicable 

BOILING RANGE 176-400 °F 
80-208°C 

Section Ill - PHYSICAL DATA 
VAPOR DENSITY [X] HEAVIER. D LIGHTER. THAN AIR 

EVAPORATION RATE D FASTER [Jl] SLOWER. THAN ETHER PERCENT \KllATILE 
BY \KllUME 16 o 0 

WEIGHT PER 
GALLON 9 • 8 lbS • 

Section IV- FIRE AND EXPLOSION HAZARD DATA 

DOTCATEGoRv Flanunable FLASHPOINT 22°F (Closed Cup) LEL See II 
-5.5°C 

EXTINGUISHINGMEDIA Use National Fire Protection Association Class B extinguishers 
(Carbon dioxide, d?y chemical or foam) 

UNUSUALFIREANDEXPLOSION HAZARDS Keep COntainerS tightly ClOSed. Isolate from heat 1 

electrical equipment, sparks and open flame. Closed containers may explode 
when exposed to extreme heat. Do not apply to hot surfaces. 

aPectALFtREFIGHTINGPRoceDuRes Water spray may be ineffective. Water may be used to cool 1 
closed containers to prevent pressure build-up and possible auto ignition or I_ 

explosion when exposed to extreme heat. If water is used fog, nozzles are ~ 
prefer~ble. I 
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